Adhesion of Wet Snow to Different Cable Surfaces by Hefny, Reham et al.
University of Huddersfield Repository
Hefny, Reham, Kollar, László E., Farzaneh, Masoud and Payrard, C.
Adhesion of Wet Snow to Different Cable Surfaces
Original Citation
Hefny, Reham, Kollar, László E., Farzaneh, Masoud and Payrard, C. (2009) Adhesion of Wet Snow 
to Different Cable Surfaces. In: 13th International Workshop on Atmospheric Icing of Structures, 
8th - 11th September 2009, Andermatt, Switzerland.
This version is available at http://eprints.hud.ac.uk/16648/
The University Repository is a digital collection of the research output of the
University, available on Open Access. Copyright and Moral Rights for the items
on this site are retained by the individual author and/or other copyright owners.
Users may access full items free of charge; copies of full text items generally
can be reproduced, displayed or performed and given to third parties in any
format or medium for personal research or study, educational or not-for-profit
purposes without prior permission or charge, provided:
• The authors, title and full bibliographic details is credited in any copy;
• A hyperlink and/or URL is included for the original metadata page; and
• The content is not changed in any way.
For more information, including our policy and submission procedure, please
contact the Repository Team at: E.mailbox@hud.ac.uk.
http://eprints.hud.ac.uk/
 Adhesion of Wet Snow to Different Cable Surfaces 
 
R. Hefny 1, L. E. Kollár 1, M. Farzaneh 1, C. Peyrard 2 
1NSERC / Hydro-Quebec / UQAC Industrial Chair on Atmospheric Icing of Power Network Equipment (CIGELE) and Canada Research Chair on Engineering 
of Power Network Atmospheric Icing (INGIVRE) http://www.cigele.ca 
at Université du Québec à Chicoutimi, Qc, Canada,    
2 Électricité de France (EDF), Recherche & Développement, Clamart, France 
 
Abstract—Cohesion of snow and its adhesion to cable surfaces 
are the decisive factors for wet-snow shedding from power-line 
cables. Knowing the adhesive strength of snow is essential to 
predict when snow will shed and what consequences it will have 
on the elements of the transmission line. It also appears to be a 
basic input for simulating wet-snow shedding. Snow adhesion 
depends on several parameters, among which snow liquid water 
content and density, and cable surface geometry were examined 
experimentally. In particular, the adhesion of wet-snow samples 
to flat surfaces of different roughness, and to stranded cable 
surfaces was examined in this study. Two series of experiments 
were conducted to measure shear adhesive strength as well as 
tensile adhesive strength of snow. Shear adhesive strength was 
measured with a centrifuge adhesion test device where a snow 
sample was placed on a beam, which was then rotated with 
increasing angular frequency until detachment, the angular 
frequency at detachment being proportional with shear adhesive 
force and strength. The tensile adhesive tests were carried out 
with a material test machine on a semi-spherical snow sample. 
The sample was compressed slowly at a constant speed until it 
reached a predefined compressive force limit, and then a tensile 
load was applied until the detachment of snow. The main 
observations showed that adhesion was strongest for a critical 
value of liquid water content, that shear adhesive strength was 
greatest on stranded cable surfaces, and that tensile adhesive 
strength was weaker on stranded than on flat cable surfaces. 
 
I.  NOMENCLATURE 
Fc        centrifugal force                       (N) 
r          radius of the beam                    (m) 
m        snow mass                                (kg) 
ω        angular velocity                       (rad/s) 
D         plate diameter                           (m) 
S         tensile adhesive strength          (N/m2) 
Ft             tensile force                              (N) 
A        contact area                                (m2) 
II. INTRODUCTION 
A. Problem 
et snow containing free water accretes and adheres 
easily to cables and conductors, and may cause 
problems to the transportation and distribution of electricity. 
Thus, the need for reliable transmission promotes the 
importance of snow adhesion studies.  
Snow accretion grows on overhead wires due to the 
adhesive force between the surface of the wire and the 
snowflakes, and to the cohesive force between the snowflakes 
themselves. The main mechanisms which are dominant in wet 
snow are as follows: (a) capillary action due to liquid water 
content, and (b) coherent force between ice particles and water 
formed through the metamorphism of snowflakes [1]. When 
the wind forces and/or gravitational forces exceed the 
cohesive and capillary forces, snow sheds from the wire. 
Studying snow shedding is essential for the transmission line 
design because it helps to predict how long snow stays on 
cables causing vertical and /or longitudinal load, and when it 
sheds. 
B.  Previous Research 
1)  Snow Shedding 
Field observations of natural wet snow shedding from a 
cable are rare and not well documented. Shedding occurs 
following an increase of the snow liquid water content (LWC) 
governed by the thermal equilibrium of the snow sleeve. The 
LWC of the snow matrix controls the strength of the capillary 
forces and promotes contact between ice granules leading to 
ice bonding [2]. At low LWC, air gaps expand through the 
microstructure, and water distribution in snow is considered to 
be in the pendular regime. At higher LWC, however, where 
free water becomes continuous through the pore space, water 
distribution in snow is considered to be in the funicular 
regime. In the pendular regime, wet snow exhibits increasing 
cohesive strength as its LWC increases, but when the 
transition to the funicular regime occurs, the cohesive strength 
of wet snow is reduced with increasing LWC. The exact LWC 
at which shedding occurs is difficult to predict, as it depends 
on snow density, air temperature, wind velocity, and snow fall 
intensity [3]. The range of LWC values reported at the time of 
shedding varies between 20% and 40% by mass according to 
[2] and [4] whereas higher values, between 35% and 50%, 
were observed in [5], [6], [7]. The LWC was expressed as the 
mass of the liquid water divided by the total mass of wet snow 
as a percentage (% LWC by mass) in these studies, a practice 
which is adopted in the present paper. 
Snow was observed to shed in-situ at first at the axial 
growth area, which is close to the towers where cable rotation 
is prevented [8]. In case of cylindrical sleeve growth, snow 
sheds partially in segments up to 30 m, and the total partial 
shedding occurs within 5 to 10 min [5]. 
During wet snow events, there are successive cycles of 
accretion and shedding (saw-tooth loading), whose frequency 
may be increased by Joule heating [9]. It was observed that 
snow sheds in a random and partial manner from phase 
conductors, whereas from overhead ground wires snow shed 
in an unzipping manner causing large oscillations [5]. Random 
and unzipping shedding may also co-exist, which is known as 
mixed mode. 
W 
 Wet snow subjected to overnight freezing is unlikely to 
shed naturally by solar radiation, but it can shed by 
sublimation or melting when temperature is above the freezing 
point of water, as is the case for rime ice and glaze ice [10]. 
Although the above researchers have studied wet snow 
shedding and its relation with LWC, they did not examine 
snow adhesion. 
2) Tensile Adhesion Tests on Snow 
The compressive strength of snow is very high comparing 
with its tensile strength, which is about 0.2% of the former. 
Specimens of polar snow tested at Greenland failed at an 
average unconfined compressive strength of 302 psi (2.1 MPa) 
at -25°C, while those tested at Cold Regions Research and 
Engineering Laboratory (CRREL) failed at 384 psi (2.7 MPa) 
at 3°C to 5°C warmer temperature [11]. Thus, the tensile 
strength is a dominant parameter for assessing the failure of 
snow. The main factors that affect tensile strength are snow 
temperature, density, and microstructure parameters [12]. The 
tensile adhesive force of wet snow was measured using a 
material test system (MTS) machine [13], and the highest 
tensile adhesion strength was observed when the free water 
content of snow was around 12-16%. Wakahama et al. [13] 
also studied snow adhesion to different materials like 
aluminium, teflon, glass, vinyl, and rubber, but did not change 
the surface roughness. 
A conventional technique to measure the tensile strength of 
snow was used, while the centrifugal technique was examined 
and its capabilities were shown in [12]. Ballard and Feldt 
studied the tensile strength also using centrifuge on age-
hardened snow [14] whereas Keeler and Weeks [15] 
conducted the same centrifugal experiments on fine grained 
snow. Sommerfeld [16] determined the maximum strength 
envelope for snow as a function of density. Keeler [17] also 
presented centrifugal tensile experiments on natural snow, 
while field experiments using large sample sizes were carried 
out by McClung [18]. 
The tensile strength of snow is significantly lower than that 
of ice, with an average of 1.43 MPa in a temperature range 
from -10°C to -20°C, and it increases with snow density [18], 
[19].  It was observed that the tensile strength ratio of snow to 
ice was proportional to the cube of the density ratio of snow to 
ice. 
3) Shear Adhesion Tests on Snow 
Many investigations have reported the shear strength of 
alpine snow, using in-situ shear frame, in-situ shear vanes, and 
laboratory shear apparatus [20]. These studies found that shear 
strength was associated with snow density rather than snow 
temperature or grain size. Mellor [21] studied the relation 
between snow density and shear strength for only dry bonded 
snow, and he mentioned that snow shear strength increased 
with the increase of snow density. 
4) The relation between tensile strength and shear strength 
Earlier studies by Keeler and Mellor [20], [21] discovered 
that the ratio of tensile strength to shear strength usually 
exceeded 5. This ratio is very high, since the tensile strength 
does not exceed twice the shear strength for most other 
materials. The reason of this extraordinarily high ratio is that 
the shear frame and vane tests significantly underestimate the 
shear strength as reported by McClung [18]. Roch [22] tested 
alpine snow in tension and shear using large samples of 
comparable dimensions, and he found that the relation 
between tensile strength and shear strength was close to 2. 
The main objective of this study is to determine wet snow 
adhesion to cables depending on snow characteristics and 
cable surface. The shear adhesive strength is measured by a 
centrifugal machine, and the tensile adhesive strength is 
obtained by applying MTS. These parameters are essential to 
study because the tensile and shear strengths of snow are 
significantly smaller than its compressive strength. This study 
will discuss the effect of cable surface roughness, snow LWC, 
and snow density on the shear and tensile strength of snow, 
which will help to predict under what conditions the snow 
persists on the cable. 
III. EXPERIMENTAL PROCEDURES 
This section describes the two sets of experiments which 
were carried out in this research: shear experiments using the 
centrifugal machine and tensile experiments using the material 
test machine. 
A. LWC and Density Measurements  
LWC and density were measured in both series of 
experiments. The LWC was obtained by using a Decagon 
model EC-5 moisture sensor (see Fig. 1). This sensor provides 
a reading in voltage, which is based on the dielectric constant 
of the medium. This voltage is converted into volumetric 
water content using a calibration curve, and the LWC (% by 
mass) is obtained by dividing the volumetric water content by 
the snow density. 
 
 
 
Fig. 1. EC-5 probe 
 
The density was measured by using a digital balance, as 
well as a cylinder for shear tests and a semi-spherical plate for 
tensile tests, both of them of known volume. 
B. Surfaces 
In the current shear experiments, four types of surfaces 
were used: super fine surface (which will be called smooth 
surface in what follows), rough surfaces which are prepared 
 with sandpaper No. 100, and No. 50, and a surface for 
simulating a stranded cable surface, whereas only three types 
were used for tensile experiments: smooth surface, rough 
surface No 50, and stranded surface. Figure 2 shows beam 
surfaces used in shear tests and plate surfaces used in tensile 
tests. The surfaces prepared with sandpaper may be described 
as follows [23]: 
• CAMI Grit designation: No. 50 (coarse surface) = 
average particle diameter 348 µm. 
• CAMI Grit designation: No. 100 (fine surface) = 
average particle diameter 140 µm. 
• CAMI Grit designation: No. 400 (super fine surface) = 
average particle diameter 23 µm. 
Stranded cable surface is prepared by using a milling 
machine resulting in a roughness height (simulates the fiber 
radius of the stranded surface) of 0.06632 inch (1.68mm) on 
plates or beams [24]. 
 
 
 
 
 
Fig. 2. Beams and plates with different roughness 
 
C. Shear adhesion tests 
1) Sample preparation 
The following equipment was used in preparing samples 
for the shear experiments: (i) aluminium beams (140x32x1.5 
mm) with different roughness, as shown in Figure 2, and (ii) 
wet snow mold which can be used in general to simulate wet 
snow accreted around cables. In the current experiments this 
mold was used to compress wet snow sample upon the 
extremity of aluminium beams, for using in centrifuge 
machine. This method is used in order to achieve the shear 
adhesive force of accreted snow. The dry snow was stored in a 
cold room at temperature above 0°C for 30 min or longer in 
order to obtain wet snow with LWC between 5% and 45%. 
The obtained wet snow is laid in a semi-cylindrical mold and 
compacted evenly. Once the bottom half of the sleeve was 
formed, two beams were used at the sides of the mold, while 
the top half of the sleeve was compacted. The aluminium 
beams were separated with snow on their surfaces 20 min 
later. The snow mass on each beam was 10 g ±10%. The LWC 
of the snow in the mold was measured immediately after the 
end of the test, where the snow in the mold was assumed to 
have the same LWC as the snow on the beams tested in 
centrifuge machine. 
 2) Procedures 
The advantages of the centrifuge adhesion test (CAT) are 
that wet snow prepared in a cold room under simulated 
atmospheric conditions can be used, and that the small snow 
samples allow us to reach homogenous snow. Additionally, 
this centrifuge test is economic and rapid. 
The snow beams are tested using the centrifuge machine in 
a cold room (see Fig. 3). All the tests were conducted under 
constant temperature conditions. However, a variation in cold 
chamber temperature was observed to be 0 ± 3°C. The beams 
are rotated with increasing speed from 0 to a maximum, and 
the shear force is obtained from the angular velocity of 
rotation when the snow is detached from the beam as follows:  
Fc = m r 2ω  (1) 
 
 
 
Fig. 3. The centrifuge machine 
 
D. Tensile Adhesion Tests 
1) Sample preparation 
The dry snow was stored at room temperature for at least 
30 min until it became wet.  The LWC of snow was varied 
between 5% and 45%. At the mean time the cold room of the 
MTS machine was cooled to 0 ± 3°C. Then, semi-spherical 
plates with a flattened top (Dsmall = 70mm, Dbig =165mm) were 
used for preparing samples for tensile experiments. 
2) Procedures 
The material test machine (MTS) was used for conducting 
material tests (tension and compression), which is equipped 
with as follows: 
 • Hydraulic closed loop to perform a controlled low to 
high strain rate creep test. 
• Multi-channel data acquisition system to record the 
output data. 
• Confining hydrostatic pressure chamber up to 20 MPa. 
• Cooling chamber with a temperature as low as -40°C 
 
 
 
 
               
Fig.4. The material test machine 
 
The tensile test procedure is based on the recommendations 
of Wakahama [13]. The semi-spherical snow sample was 
slowly compressed from the top by a plate, moving downward 
at a constant speed of 1mm/min. The compressive force is 
increased with time, and the motor is stopped at the instance 
when the force reached 80 N. Although the smaller diameter 
of the snow sample is 70 mm, the diameter of its contact area 
with the plate increases up to between 75 and 80 mm during 
compression; thus, the compressive stress is between 16 and 
18 KN/m2. Then a period of stress relaxation begins, whose 
duration is selected to be 2:20 min. Finally, an upward motion 
of the plate is started at the same speed of 1 mm/min. Thus the 
force is changed from compressive to tensile, and the tensile 
force increases with time until the plate and the snow sample 
are separated from each other. The peak of tensile force is 
recorded at separation. The tensile adhesive strength S is 
calculated as Ft/A.  
 
 
 
V. RESULTS AND DISCUSSION 
A. Shear Adhesion Tests  
The shear adhesion test results illustrate the relation 
between shear adhesive strength and snow properties, and also 
between shear adhesive strength and surface roughness. 
More than 180 tests were conducted in order to obtain 
reliable results; however, average values in each 5% interval 
for LWC or 100 kg/m3 for density are presented in the strength 
– LWC and strength – density graphs. Figure 5 explains the 
relation between the shear adhesive strength and LWC. It can 
be observed that the shear strength augments as LWC 
increases, and then reaches its maximum value at 20 to 25% of 
LWC for all surfaces. This maximum appears for the highest 
LWC value for the smooth surface. For higher values of LWC, 
the shear strength decreases with LWC. It can be concluded 
from this remark that snow containing a low amount of liquid 
water has low adhesion to aluminium beams. When free water 
begins to increase, snow at this stage will be wet and it 
adheres very strongly. Then snow begins to be transparent and 
slushy, at this stage it will have low adhesion strength, which 
goes gradually to zero. With a moderate value of LWC the 
cylindrical snow sleeve can develop, which cannot be broken 
easily by vibrations. However, with a very high value of LWC 
the snow sleeve flows like a viscous liquid, or breaks under 
gravity effect. The surface roughness also has a very 
significant effect on adhesive shear strength. The greater the 
roughness, the greater is the adhesion.  
Figure 6 represents the relation between density and shear 
adhesive strength of wet snow. In general wet snow has a wide 
range of densities which ranges from 0.1 to 0.9 g/cm3 [13]. It 
can be observed that the shear strength increases with density 
up to a density value ranging from 0.4 to 0.5 g/cm3. After that, 
the shear strength decreases at higher values of density. Since 
snow samples with LWC in the range of 20 to 25% have 
densities in the range from 0.4 to 0.5 g/cm3 (see Fig.7), this 
result may be explained by the same reasoning as that 
presented in the previous paragraph. Furthermore it can be  
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Fig. 5. Relation between LWC and shear adhesive strength for wet snow 
 Accumulated snow on 
grooves 
Stranded Al plate 
0
50
100
150
200
250
300
350
400
450
0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9
Density,p[g/cm3]
Sh
ea
r 
ad
he
si
v
e 
st
re
n
gt
h,
S[
N/
m
2 ]
Smooth surface
Rough surface(100)
Rough surface(50)
Stranded surface
Poly. (Smooth surface)
Poly. (Rough surface(100))
Poly. (Rough surface(50))
Poly. (Stranded surface)
 
 
Fig. 6. Relation between density and shear adhesive strength for wet snow 
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Fig. 7. Relation between LWC and density of wet snow samples 
 
viewed that the shear adhesive strength of snow is greater on 
stranded beams than on rough surfaces prepared with 
sandpaper No. 100 or 50, which are very close to each other.  
B. Tensile Adhesion Tests 
1) Test Results 
Similarly to the presentation of shear adhesion tests, 
average values in each 5% interval for LWC or 100 kg/m3 for 
density are plotted in the graphs. Figure 8 describes the 
relation between tensile adhesive strength and LWC. It can be 
noticed that tensile adhesive strength is high comparing with 
shear strength; it is about 10 times greater. The strength 
increases with LWC until a certain range, and it decreases 
after reaching a maximum. The maximum strength can be 
found between 22 and 32% of LWC. This tendency may be 
explained by the smaller contact area between snow particles 
and cable surface for lower values of LWC. When the LWC 
increases, the contact area also increases, and correspondingly, 
the adhesive force and strength will be greater. Furthermore, 
the snow grains near the interface are compressed by the 
initial compression, and when the snow grains are locally 
densified, the radius of curvature of the concave water 
becomes smaller, and the strength increases with decreasing 
curvature. However, when snow contains large amount of 
water, most of air voids are saturated, which decreases the 
strength [13]. 
 Figure 8 also shows that tensile strength for smooth 
surfaces is greater by a factor of about 2.5 than for stranded 
surfaces, and it is slightly greater than for rough surfaces 
prepared with sandpaper no. 50. This result might be obtained 
due to the fact that the snow particles were compressed greatly 
on the stranded plates, and some snow stayed in the grooves 
even after the detachment as shown in Fig. 9. Thus, the real 
contact area between the plate and the detached snow might be 
reduced significantly, but the surface of the snow sample was 
considered in the calculations. Therefore, the tensile stress is 
underestimated in Fig. 8. However, it is still lower than the 
stress on the other surfaces, because the tensile force was 
measured smaller. 
Regarding Fig. 10, the tensile strength increases until the 
density range from 0.5 to 0.8 g/cm3, then it begins to 
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Fig. 8. Relation between LWC and tensile strength for wet snow 
 
 
 
 
 
 
 
 
 
 
 
 
 
                              
 
 
Fig. 9. Snow attachment on the stranded cable  
 decrease similarly to the trend, as explained in the last 
sections, that at moderate values of LWC or density the 
maximum values of adhesion can be found. Also it can be 
noticed in the graph that higher tensile strength was measured 
on smooth surfaces than on stranded surfaces.     
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Fig. 10. Relation between density and tensile adhesive strength for wet snow 
                            
  Figure 11 explains the relation between LWC and density 
of wet snow. It can be observed that the density of snow 
increases with its LWC. The values of LWC which give the 
maximum adhesive forces, which were found between 22% 
and 32%, correspond to the density values between 0.5 to 0.8 
g/cm3 for tensile tests. 
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Fig. 11. Relation between LWC and density at tensile for wet snow 
 
2 Comparison to the Former Results 
Results are in agreement with those of other investigators 
[13] in the sense that the tensile strength for both former and 
present results increases with LWC until a maximum value, 
and then decreases with higher values of LWC (see Fig. 12). 
However, the maximum values of tensile strength have been 
obtained for different LWC. In former results, the maximum 
strength was reached in a range from 12 to 16% of LWC, but 
it lies in the LWC range of 22 to 27% for the present results. 
One reason of this discrepancy may be that the test procedures 
were not identical in the two studies. The maximum 
compression force in the current procedure was chosen to be 
80 N, which is greater than the force in the procedure of [13]. 
This is necessary to obtain a tensile force that is great enough 
to make the MTS machine sensitive to it. However, the sample 
size was also greater so that the compressive stresses in the 
two studies were approximately the same. Additionally, the 
authors of [13] started the pulling up of the plate after the 
compression force decreased to its quarter, whereas in the 
present study the application of tension began at a constant 
time after the compression was stopped. The time when the 
compressive load was reduced to its quarter was quite 
changeable; this is why choosing a constant time was found to 
be more pertinent considering the loading conditions. 
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Fig. 12. Comparison between former and recent results; relation between 
LWC and tensile adhesive strength for smooth surface 
 
V. CONCLUSIONS AND RECOMMENDATIONS 
Shear and tensile adhesion of snow to cable surfaces was 
studied experimentally. The adhesive strength was determined 
as a function of snow characteristics, particularly liquid water 
content and density, and of roughness of cable surface. The 
following conclusions can be drawn from the obtained results: 
• The greater the roughness, the greater the shear 
adhesion, however, the opposite is observed for tensile 
adhesion. 
• The shear force or the shear strength increases as the 
LWC increases, reaching its maximum at 20 to 25% of 
LWC, followed by decreasing at higher values of LWC. 
• The shear strength also increases as density increases, up 
to density values ranging between 0.4 to 0.5 g/cm3; after 
that the shear strength decreases at higher values of 
density. 
 • Tensile adhesive strength is about 10 times greater 
comparing with shear strength. 
• The tensile force or strength increases with LWC until a 
maximum occurring between 22% and 32%, and then 
decreases. The tensile force or strength on a smooth 
surface is about 1.5 times greater than that on a stranded 
surface, and close to that on a rough surface. 
• The tensile strength also increases as density increases, 
up to density values ranging between 0.5 to 0.8 gm/cm3, 
after that the tensile strength decreases at higher values 
of density. 
It can be recommended for future work to study the effects 
of ambient parameters, such as air temperature, wind speed 
and precipitation rate, on tensile and shear strength of snow. 
These adhesion studies can be used to construct a material 
model for snow, which is essential for the simulation of 
dynamic effects on a cable covered by snow. 
VI. ACKNOWLEDGEMENTS  
This work was carried out within the framework of the 
NSERC/Hydro-Quebec/UQAC Industrial Chair on 
Atmospheric Icing of Power Network Equipment (CIGELE) 
and the Canada Research Chair on Engineering of Power 
Network Atmospheric Icing (INGIVRE) at Université du 
Québec à Chicoutimi. The authors would like to thank the 
CIGELE partners (Hydro-Québec, Hydro One, Réseau 
Transport d’Électricité (RTE), Électricité de France (EDF), 
Alcan Cable, K-Line Insulators, Tyco Electronics, Dual-ADE, 
and FUQAC) whose financial support made this research 
possible. 
VII. REFERENCES  
                                                   
[1] Y. Sakamoto, S. Tachizaki, and N. Sudo, “Snow accretion on overhead 
wires,” in Proc. 11th International Workshop on Atmospheric Icing of 
Structures, Montreal, QC, Canada, 2005, pp. 3-9. 
[2] M. Farzaneh, Atmospheric Icing of Power Networks, Berlin: Springer, 
2008, 381 p. 
[3] J.C. Grenier, P. Admirat, and M. Maccagnan, “Theoretical study of the 
heat balance during the growth of wet snow sleeves on electrical 
conductors,” in Proc. 3rd International Workshop on Atmospheric Icing 
of Structures, Vancouver, BC, Canada, 1986, pp.125-129. 
[4] P. Admirat, M. MacCagnan, and B. DeGoncourt, “Influence of joule 
effect and of climatic conditions on liquid water content of snow 
accreted on conductors,” in Proc. 4th International Workshop on 
Atmospheric Icing of Structures, Paris, France, 1988, pp. 367-371. 
[5] M. Roberge, “Study of wet snow shedding from an overhead cable,” 
Master’s thesis, Department of Civil Engineering and Applied 
Mechanics, McGill University, Montreal, QC, Canada, 2006. 
[6] O. Olqma, “Critères de déclenchement du délestage de la neige collante 
de câbles aériens,”  Master’s thesis, Department of Applied Sciences, 
Université of Québec at Chicoutimi, Chicoutimi, QC, Canada, submitted 
in 2009. 
[7] A. Fonyo, “Experimental study of wet-snow shedding from sagged 
cables,” Master’s thesis, Department of Applied Mechanics, Budapest 
University of Technology and Economics, Budapest, Hungary, 2008. 
[8] P. Admirat, and J.L. Lapeyre, “Observations d’accumulation de neige 
collante a’ la station de bagnères de Lauchon les 6 ,7 Avril 1986,” Effet 
préventif des contrepoids antitorsion, Tech. Rep. EDF-DER HM/72-
5335, p.26, 1986. 
[9] P. Admirat, Y. Sakamoto, J. L. Lapeyre, and M. MacCagnan, 
“Quantitative results and proposed mechanisms on wet snow accretion 
in the Ishiuchi wind tunnel facilities,” in Proc. 3rd International 
                                                                                         
Workshop on Atmospheric Icing of Structures, Vancouver, BC, Canada, 
1986, pp. 155-160. 
[10] A.J. Eliasson and E. Thorsteins, “Field measurements of wet snow icing 
accumulation,” in Proc. 9th International Workshop on Atmospheric 
Icing of Structures, Chester, England, 2000. 
[11] A. Kovacs, F. Michitti, and J. Kalafut, “Unconfined compression tests 
on snow (A comparative study),”Cold Regions Research and 
Engineering Laboratory, Hanover, New Hampshire, Tech.Rep.77-20, 
1977. 
[12] A. Upadhyay, S.K. Joshi, and C.Chandel, “Tensile strength of snow 
using centrifugal technique,” Defence Science Journal, vol. 57 (6), pp. 
787-795, 2007. 
[13] G. Wakahama, “Experimental Studies of Wet Snow Accretion on 
Electric Lines Developed in a Strong Wind”, Natural Disaster Science, 
pp. 21-33, 1979. 
[14] G.E.H. Ballard, and E.D. Feldt, “A theoretical consideration of the 
strength of snow,” Journal of Glaciology, vol. 6(43), pp.159-70, 1965. 
[15] C.M. Keeler, and W.F. Weeks, “Investigations into the mechanical 
properties of alpine snow packs,” Journal of Glaciology, vol. 7(50), pp. 
253-71, 1968. 
[16] R.A. Sommerfeld, “The relation between density and tensile strength in 
snow,” Journal of Glaciology, vol. 10(60), pp. 357-62, 1971. 
[17] C.M. Keeler, “The growth of bonds and the increase of mechanical 
strength in a dry seasonal snow pack,” Journal of Glaciology, vol. 8(45), 
pp. 441-50, 1969. 
[18] D.M. McClung, “In situ estimates of the tensile strength of snow using 
large sample sizes,” Journal of Glaciology, vol. 22(87), pp. 321-29, 
1979. 
[19] R.A. Sommerfeld, “A Weibull prediction of the tensile strength-value 
relationship of snow, Journal of Geophysical Research, vol. 79(23), pp. 
3353-66, 1974. 
[20] C.M. Keeler, “Some physical properties of alpine snow,” Army Cold 
Regions Research and Engineering Laboratory, U.S., Hanover, New 
Hampshire, Tech. Rep. 271, 1969. 
[21] M. Mellor, “A review of basic snow mechanics, snow mechanics 
symposium,” International Association of Hydrological Sciences 
Publication, pp. 251-291, 1975 
[22] A. Roch, “Les variations de la résistance de la neige,” International 
Symposium on Scientific Aspects of Snow and ice Avalanches, 
International Association  of Hydrological Sciences Publication, pp. 86-
99, 1966. 
[23] http://www.uama.org/Abrasives101/101Standards.html 
[24] E. Oberg, F.D. Jones, and H.L. Horton, Machinery‘s handbook, New 
York, Industrial Press Inc.1976, 2482 p. 
